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Types of Additional Analyses:

Notes:

1. All soil samples will be analyzed for extractable (diesel-
and motor-oil-range) hydrocarbons. Select soil samples from
a subset of these borings will be analyzed for additional 
constituents as follows:

 - PAHs (blue text for soil boring IDs)
 - TPH-g (green text for soil boring IDs)
 - PAHs and TPH-g (purple text for soil boring IDs)

2. All pore water samples will be analyzed for extractable
(diesel- and motor-oil-range) and purgeable (gasoline-range)
hydrocarbons.

BaP = benzo(a)pyrene
bgs = below ground surface
mg/kg = milligrams per kilogram
PAHs = polycyclic aromatic hydrocarbons
ROD = record of decision
TPH-d = total petroleum hydrocarbons as diesel
TPH-g = total petroleum hydrocarbons as gasoline

LEGEND:

!> Proposed Soil Boring with ID1

#I Proposed Stepout Soil Boring with ID1

> Proposed Pore Water Sample Location with ID2

Location with TPH-d Concentration Exceeding
Screening Criterion

Location with TPH-d Concentration Less Than
Screening Criterion

Location with BaP Concentration Exceeding
Petroleum Hydrocarbon Screening Criterion
(0.038 mg/kg)

Location with BaP Concentration Exceeding ROD
Remediation Goal (0.33 mg/kg)

Location with BaP Concentration Less Screening
Criteria

Concrete Quay Wall (Existing)

Wooden Quay Wall (Partially Removed)

Concrete Utilidor:

Excavated

Not Excavated

Excavations 2010 (17 feet bgs)

Excavations 2004 (10 feet bgs)

Excavations 2001 (2 to 10 feet bgs)

Excavations 1998-1999 (1 to 8 feet bgs)

Building

Additional Analysis for PAHs

Additional Analysis for TPH-g

Additional Analysis for PAHs and TPH-g
Revetment Test Excavation Petroleum
Discovery (November 13, 2012)


